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AnaCom.sh seriesh ofh CIbandh ELSATh BlockIUpconvertersh yBUCsPh areh designedh forh highIpoweredh
applicationsqh featuringh transmitterh outputh levelsh uph toh ”XXh Wattsh inh singleh orh redundanth configurationsFh
Theseh BUCsh areh ruggedlyh builth forh continuoush outdoorh dutyh inh allh typesh ofh environmentsFh Theyh areh
especiallyhsuitablehforhSCPCqhMCPCqhandhDAMAhapplicationsF

Thehupconverterqhpowerhamplifierqhmonitorhandhcontrolhandhpowerhsupplyharehincludedhinhahsinglehenclosureh
andh theh onlyh cablingh requiredh toh theh indoorh equipmenth areh IFh cablesFh Anh ovenizedqh highh stabilityh crystalh
oscillatorhishusedhtohlockhthehTXhsynthesizerFhAdditionalhtemperaturehandhaginghcompensationharehprovidedh
byhanhonboardhmicroprocessorF

BuilthInhTesthEquipment
Tohimprovehandhsimplifyhmaintenancehroutinesqhanhexternalhterminalh
yorhcomputerPhcanhbehconnectedhtohmonitorhahnumberhofhcriticalh
parametershwithouthusehofhadditionalhtesthequipmentFhThesehinclude2

Transmitterhpowerhoutputhlevel
TXhIFhlevel
Powerhsupplyhvoltages
TXhsynthesizerhloophvoltages
InternalhTemperature
AlarmhDetails

TXhfrequencyhandhgainh(ON/OFF feature)

Controllablehfunctionshfromhthehterminalhinclude2

Benefits
“LasthTouch”hcontrolshallowhforhremote
configurationhorhlocalh(manual)hconfiguration
FlashhmemoryhmeanshthaththehBUChalways
powershuphwithhexactlyhthehsamehoperating
conditionshashwhenhithlosthpowerh(or was turned off)

Comprehensivehmaintenancehfeatureshfor
operationalheffectivenesshandhminimumhoutagesF
SimplehinstallationF

Features
Builthinhtesthfacilitieshforhimprovedhmaintainability
andhreducedhdependencehonhexternalhtesthequipmentl
Nohindoorhequipmenthishneeded
FrequencyhagilehradiohequipmentF
Superiorhphasehnoise
Flexibleqhuniversalhpowerhsupply

®

ComprehensivehMonitorhWhControl
ThehELSAThhBUC.shMonitorhWhControlhfeaturehallowshyouh
tohmonitorhandhcontrolhthehBUChonhthehsamehMWChbush
withhmosthindoorhequipmenthsuchhashmodemshandh
multiplexersFhThehMonitorhWhControlhsystemhcanhbehusedh
inhcombinationhwithhthehunit’shinternalhmeteringhfunctionh
tohmonitorhoperationalhparametersF

CompactqhFunctionalhDesign
Thehupconverterqhpowerhamplifierqhmonitorhandhcontrolhandh
powerhsupplyharehincludedhinhahsinglehenclosureFhThehonlyh
cablinghrequiredhtohthehindoorhequipmentharehIFhandhpowerFh
Anhoptionalhovenizedqhhighhstabilityhcrystalhoscillatorhcanhbeh
usedhtohlockhthehTXhsynthesizerFhAdditionalhtemperaturehandh
aginghcompensationharehprovidedhbyhanhonboardh
microprocessorF

®

ThehMWChcanhbehaccessedhremotelyhviaI

Ethernethprotocols2

InternalhWebpage
Telnet
SNMP
AnaComhSupervisorhxXh

Serialhprotocols2

RSI:“:
RSI”1N
AnaComhSupervisorhxXh
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ELSAT® BUC 
C-band Series 

SPECIFICATIONS 
80W 100W 125W 150W 180W 200W 300W 350W 400W 
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 1 dB COMPRESSION POINT (dBm) 49 50 51 51.8 52.6 53 54.8 55.4 56 
 TX  GAIN 75 76 77 77.8 78.6 79 80.4 81.4 82 
 TX  GAIN RANGE  25 dB variable in 0.1 dB steps via M&C 
 TX  LEVEL FLATNESS   ±0.75 dB max at constant temperature over any 40 MHz 

  ±1.5 dB max at constant temperature over full band 
 TX GAIN OVER TEMPERATURE   ±1.5 dB over full band 
 TX  INPUT IF FREQUENCY  EC = 950 to 1525 MHz  SEC = 950 to 1825 MHz  LMI-EC = 950 to 1650 MHz 
 TX  INPUT IF IMPEDANCE  50 ohms (75 ohms optional) 
 TX  INPUT IF LEVEL  -25 dBm for rated output with nominal gain 
 TX L.O.  EC = 4.9 GHz   SEC = 4.9 GHz   LMI-EC = 4.775 GHz 
 TX  OUTPUT FREQUENCY  EC = 5.850 to 6.425 GHz  SEC = 5.850 to 6.725 GHz  LMI-EC = 5.725 to 6.425 GHz 

 PC = 6.425 to 6.725 GHz  RC = 5.975 to 6.475 GHz  XC = 6.725 to 7.025GHz 
 TX  PHASE  NOISE  -63 dBc/Hz max @ 100Hz  -73 dBc/Hz max @ 1KHz  -83 dBc/Hz max @ 10KHz 

 -93 dBc/Hz max @ 100KHz  -103 dBc/Hz max @ 1MHz 
 INTERMOD  -27 dBc max (2 carriers, each 6 dB backoff from P1dB rating) 
 SPURIOUS  -55 dBc max out of band 
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 Requirements   Provided on TXIF line by L-band modem 
                FREQUENCY  10 MHz (sine-wave) 
                INPUT POWER  -5 to +5 dBm (at input port) 
                PHASE NOISE  -125 dBc/Hz max @ 100Hz 

 -135 dBc/Hz max @ 1KHz 
 -140 dBc/Hz max @ 10KHz 

 INTERNAL REFERENCE OPTION  10-8 over rated temperature 
  

SY
ST

EM
 

 ALARM RELAYS  FORM C for Summary Alarm; Isolated 
 POWER  100 to 250 VAC; 47 to 63 Hz  optional 48V DC 
 M&C  SNMP, HTTP, Telnet  Ethernet, RS-232, RS-485 
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 TEMPERATURE  -50 to  +55oC   operational 
 -50 to  +75oC   storage 

 HUMIDITY  95% at 45C 
 ALTITUDE  6,500 meters  (21,500 ft) max 
 RAIN  20 inches per hour 
 WIND  150 miles per hour 
 VIBRATION  1.0 g   random operational,   2.5 g  random survival 
 SHOCK  10  g   operational, 40 g  survival 
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S  TYPICAL POWER CONSUMPTION (VA) 
 PRIME POWER RECOMMENDATION 
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 WEIGHT (lbs.) 
 (kg.) 
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 BUC  -  80W, 100W  
 SIZE:  - 125W, 150W, 180W, 200W 
 - 300W, 350W, 400W 

 21.6” x 13” x 11.2”  (549 x 330 x 284 mm) 
 34.5” x 12.75” x 12.4” (876 x 324 x 315 mm) 
 34.5” x 25.5” x 12.36” (876 x 648 x 314 mm)  

*all specifications subject to change  8/7/15 3887911 


